
• Recommended printing conditions for use: 15~30˚C (59~86˚F) Humidity 30~60% 

• To optimize the printing quality, printer needs to be set for highest print quality 

• Lamination is optional but can help protect the image from physical damage and to decrease image-fading 

• Recommend storage for maximum of one year in closed original packaging in a cool temperature 10˚~30˚C (50~77˚F) 
and dry environment with humidity 35~65% 

 

 

Length 20m Inner Core 3” 

Weight 415gsm Surface Matte 

Caliper 350㎛ Base Material PP / PET 

Uses 

Trade show panels, indoor & outdoor POS and 

retail banners 

Specifications 

Printing and handling 

Application tips 

• It is recommended to test a sample before you use the film on your final job 

• Before printing it is recommended to handle with gloves to avoid marks during printing 

NTP-20BA130 
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OUTSTANDING COLOUR EXPRESSION 

COMPATIBLE WITH AQUEOUS, UV & CERTIFIED FOR HP LATEX INKS 

BLOCK OUT BANNER 

*Important information: It is the responsibility of the purchaser to test and determine the suitability of the material. Printer and ink change may affect  

results. information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied. 

 

Product description 

• High rigidity 13.6 mil multi-layer bright white banner with anti-scratch silver back coating 

• 100% block out ideal for tradeshow POP UP banners 

• PP + PET multi-layers provide rigidity and easy handling 

• High quality image and colour reproduction 

• Compatibility with aqueous and UV inks, plus certified for use with HP latex inks 

 

ANTI-SCRATCH SILVER BACK 


