
Why copper? 

Copper has been proven to kill many germs on contact*. Compared with 24 hours on cardboard (paper) 

and 2-3 days on plastics and stainless steel, Coronavirus extinction times are within 4 hours on copper. 
 

Why use copper antimicrobial tinted film? 

Viruses and bacteria survive longer on hard surfaces than on soft ones with fibres. So antimicrobial coatings can play 

an important role in reducing transmission, particularly when used as part of an overall cleaning management 

programme. In South Korea, where the virus has been managed extremely well, Copper Films have been used 

extensively to reduce the chance of virus transmission on touch surfaces. 
 

 

 

 

 

 
 

How does the film work? 

The material has a thin film coating layer which releases a large amount of copper ions to its surface. These ions are 

recognised as an essential nutrient and enter the cell. A lethal dose of copper ions interferes with the normal cell 

functions and membrane integrity. The copper ions then impede cell respiration and metabolism. 
 

How easy is the film to apply? 

The film is relatively easy to apply as it features easy to install and remove acrylic adhesive. 

 

 

 

 

 

 

 

 
 

How is the film cleaned? 

Simply use typical house hold cleaning products such as multi purpose cleaner, but please ensure that no alcohol 

based cleaners are used as these can damage the active copper surface. 
 

Where can the film be used? 

It is perfect for any regularly used or frequently touched surfaces such as door handles, touchscreens, counters and 

desks, public transport hand rails and power switches. 
 

How often will the  film need to be replaced? 

The full effectiveness of the film lasts for up to four weeks, so it is recommended it is replaced after this time. 
 

How long does it take to work? 

As soon as the product is touched by bacteria or a virus cells it starts to reduce the level of infection. 

 

PLEASE NOTE: These FAQs and recommendations are provided as a guide, but if you have any further questions, then 

please just contact us. 

 
 

Source: *Health Environments Research and Design Journal https://www.ncbi.nlm.nih.gov/pmc/articles/PMC4561453/ 
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How much copper is there in the film? 

The film’s composition uses 99.9% pure copper. It contains 

100,000 ppm copper in (or on) the film. 
 

What is the base material of the film? 

Polyester base material. 

What does tinted mean? 

While the film is clear and offers transparency it does have a ‘copper’ tint 
to it. 
 

Can the film be printed on? 

While the film can be printed on, it is recommended to limit this to the 

edges as the application of inks to the surface will effect the efficacy of 

the film. 


