
PRODUCT DATA SHEET (SE SERIES)
FOR EPSON HEAD PRINTERS 

The InkTec SE series is a UV LED curing ink optimised  

for UV LED  roll-to-roll and hybrid printers using Epson Heads.				  

InkTec’s innovative ink manufacturing technology means superior durability  

and excellent color development can be achieved for both indoor  

and outdoor applications.									      

				  

MAIN FEATURES

●	 Soft type UV inks specially designed for EPSON Head printers	

●	 Fast cure for high production output

●	 Strong scratch Resistance 			 

●	 Excellent printing stability			 

●	 Bright & vibrant colors

●	 Excellent glossy finish			 

●	 Excellent material adhesion			 

●	 High white opacity			 

●	 No harmful chemicals

COMPATIBLE MATERIALS

●	 PMMA

●	 PET

●	 PVC

●	 PC

●	 Flex
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Color Model Name

● Black SE-B01KB

● Cyan SE-B01KC

● Magenta SE-B01KEM

● Yellow SE-B01KY

● Light Cyan SE-B01KLC

● Light Magenta SE-B01KLM

● White SE-B01KW

TECHNICAL DATA 

*	 Outdoor Durability : Up to 24 months (E > 3.0)

*	 Water resistance : Good for 10 days [25 degrees, left under completely immersed condition]

*	 Jetting Temperature : 40~42°C

*	 Viscosity [Measuring instrument : BROOKFIELD LVDV-Ⅱ+P CP]
	 - 25°C : 8~9cps

	 - 40°C : 5-6cps

PRODUCT MODEL

Color 25℃ 30℃ 35℃ 40℃ 42℃ 45℃

● Black 8.07 7.17 6.19 5.48 5.00 4.80

● Cyan 8.01 7.19 6.24 5.49 5.06 4.81

● Magenta 8.50 7.40 6.37 5.57 5.17 4.87

● Yellow 8.29 7.33 6.31 5.55 5.18 4.82

● Light Cyan 8.13 7.07 6.19 5.42 4.83 4.75

● Light Magenta 8.21 7.39 6.35 5.54 5.17 4.84

● White 8.70 7.76 6.56 5.70 5.46 5.09

PRODUCT INFORMATION  

Product Category UV LED curing Flexible type ink

Compatible head Epson Head [DX4, DX5, DX7, XP600, I3200]

Compatible printer UV LED Printers

Supply Specification 1kg bottle

Expiration date 18 months (color) / 15 months (white)

Quality Standard Certified for ISO 9001 Quality System Standard

Safety
Certified for ISO 10041 Environmental Management System 

MSDS(Material Safety Data Sheet) available upon request
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* Surface tension : 32~36 Dyne/cm	 [Measuring instrument : Surface tensiomat 21]		   

* Particle size : 80~200 nm	 [Measuring instrument : Nanotrac]		
* Adhesion Data	

◎ : Best	 ○ : Good	 △ : Normal	
			 

* Stability of unused period : Stable for 2 weeks under equipment power turned OFF  
* High Temperature Stability : Less than 10% changes up to 45°C storage in 4 weeks
* Required energy density for curing

Ink PVC FLEX PET PMMA PC

SE ink ◎ ◎ ○ ○ ◎
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VISCOSITY DATA

Color Irradiance Energy Density

● Black

603.718 mW/cm2

300 mJ/cm2

● Cyan 326 mJ/cm2

● Magenta 290 mJ/cm2

● Yellow 310 mJ/cm2

● Light Cyan 290 mJ/cm2

● Light Magenta 290 mJ/cm2

● White 326 mJ/cm2
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◎ Operational Recommendations

	 1. Basic maintenance activities

  	 - Recommended periodic maintenance (daily, weekly, monthly)

  	 - Recommend head cleaning and nozzle check before and after daily work.

	 2. Ink storage condition

	 - It is recommended to keep it within 5 ~ 25 degrees celsius  

		  (ink deterioration may occur when storing at higher temperatures)

	 3. Recommended for precipitation prevention (White Ink)

	  - It is recommended to shake the ink bottle enough to replenish the ink (prevent ink settling)				  

	 - Periodic purge or automatic purge in the printer is required if the printer needs to be left for a long time 			 

						    

COLOR GAMUT

Test Option

  Printing Option 	: 600 X 900 9pass Production
 Used Rip     	 : Non Profile

Measuring Condition

Colorimeter EYE-ONE

Illumination D50

Observer angle 2°
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	 25 YEARS OF INDUSTRY EXPERTISE	

	 HIGH QUALITY RAW MATERIAL	

	 R&D INVESTMENT	

	 STRICT QUALITY CONTROL	

	 STABILITY ASSURED MANUFACTURING

World-Class InkTec UV ink

APPLICABLE MATERIALS

Note  The information contained in this technical data sheet are based on our present experience and knowledge.
In consideration of the various factors which can e�ect the results achieved in the �nal application, InkTec doesn’t take any responsibility 
for an unproper use of the product by the user which can violate or damage rights of third parties.

InkTec Co., Ltd.   98-12, Neungan-ro, Danwon-gu, Ansan-si, Gyeonggi-do, 15426, Korea 

Tel  +82 31 494 0001   E-mail  expt@inktec.com   Web  www.inktec.com, www.jetrix.co.kr 

 www.facebook.com/InkTec.DigitalPrinting  

All brand names & trademarks are property of their respective owners.


