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SILVER GLITTER DTF FILM
 

FOR DTF APPLICATIONS
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Product Information and Benefits

Glitter finish for premium visual effects
Quick drying for efficient production
Strong adhesion and colour retention
Compatible with a wide range of textiles
Easy application with hot or cold peel options
Rigorously tested for consistent quality

Technical Specifications

Material: PET Film
Surface: Glitter Finish
Peeling Method: Warm Peel

Transfer Time 10-15 seconds

Transfer Temperature 150°C

Film Size 60cm x 100m roll

Drying Performance Quick Drying

Warranty Up to 2 years

Quality Control 100% tested

DTF Glitter Film is a high-quality Direct-to-Film (DTF) Special PET Film designed for vibrant,
durable, and glitter-enhanced textile transfers. Ideal for professional and custom garment
printing applications, this film ensures excellent colour performance, quick drying, and long-
lasting adhesion across multiple fabric types.
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Suitable For:

InkTec DTF Films

Cotton
Polyester
Linen
Nylon
Polyester-Cotton blends
Nylon-Cotton blends
Any fabric compatible with heat press transfer

Application Instructions

Apply adhesive powder evenly and cure as per recommended settings.
Heat press transfer at standard DTF settings for 10-15 seconds.
Peel film.
Finish press (optional), for enhanced durability and finish.

Storage and Handling

Store in a cool, dry place, away from direct sunlight.
Avoid exposure to high humidity and extreme temperatures.
Reseal rolls when not in use to prevent dust contamination.
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